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-  aktiváló kód igénylése modulok használatához
-  ajánlatkérés modul
-  megvalósult munkák megerősítése, pontgyűjtéssel
-  incentive programok, nyeremények

-  felületnemesítés céljai
-  MGI technológia előnyei
-  Érvelés az MGI munkák mellett

-  2D-3D lehetőségek
-  szemléltetés:
	 -  kreatív és nem kreatív lakkhasználat
	 -  vízjel hatás
	 -  lakkra aranyozás értelmes és nem értelmes módja
	 -  „matt lakkozás”
	 -  textúrák

-  technológia
-  gép felépítése
-  előkészítés alapok
	 -  rétegek külön oldalon
	 -  spot color
	 -  nyomdai anyagból nyomásra kész TIFF állomány
-  előkészítés tippek-trükkök példákkal 
	 -  vektoros anyagok - illustrator
	 -  raszteres anyagok - photoshop

PROGRAMTERV

HŰSÉGPROGRAM BEMUTATÁSA 

ÉRTÉKESÍTÉSI ÉS MEGGYŐZÉSI TIPPEK

GYAKORLATI BEMUTATÓ, EFFEKTEK

MGI ELMÉLETI ÁTTEKINTÉS 
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JETvarnish 3D mask setup - Photoshop

1In Photoshop, create your design or artwork on a layer and name it “Artwork”.  
Please make sure your document is working in CMYK (Image> Mode> CMYK Color). 
Save your file as .psd.

2 Create another layer and label it  “Mask”.  This 
layer will be the overlaid mask layer that will 
represent the spot UV highlights.

3On the “Mask” layer, create areas of 100% black (K). This is the layer mask that 
will be the spot UV highlighted area. Save your file as a layered .psd CMYK 
document.
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